KommnuiekcHoe 3aganue I ypoBHst

TecToBoE€ 3a1aHue

CTpyKkTypa TECTOBOIO 3aJaHMs MEXyHApOJAHOI0 KOHKypca Npo(ecCHOHAIBHOIO MACTEPCTBA
«JIyamnii ropusik-2017»

Ne Koa-Bo Koa-Bo
HaumeHoBaHue TeMbl BOIPOCOB
n\n BOIIPOCOB | 0aJy10B

Obwuii paszoen mecmosoco 3a0aHus.

1 UT B npodeccnoHabHOM 1eATENbHOCTH 4 2
2 O6opynoBanue, MaTepraibl, HHCTPYMEHTHI 4 2
3 Cucrembl KayecTBa, CTaHJapTU3aLNN U CepTUDUKALTUU 4 2
4 OxpaHna Tpyzaa, 0€30MacHOCTh KU3HEACSITSIBHOCTH, 4 2
0€301acHOCTh OKpY)KaloIel cpebl (OXpaHa
OKpYKAIOIIEH Cpelbl, «3EJICHBIC TEXHOJIOTUM))
5 DKOHOMHMKA U TTPAaBOBOE 00eCrieYeHUE 4 2
podeCcCHOHANTBHOM IEATETLHOCTH
HUTOIO: 20 10
Bapuamusnwiii pasoen mecmosoeo 3a0anust
6 [Tpodeccnonanpubiil yaeousiit nuxi [ITICC3: 20 10

- T€0JIOT s,
- TOPHOE [IENO;

- OypOB3pBIBHBIE PA0OTHI;

- KpeIJIeHUE TOPHBIX BBIPAOOTOK;

- BCKPBITHE U MOJrOTOBKA MECTOPOKACHUM MOJIE3HBIX
HCKONAEeMBIX;

- IIPOLIECCHI OUYMCTHOM BBIEMKH;

- CHUCTEMBI pa3pabOTKN MECTOPOKICHUH MMOJIE3HBIX
HCKOIIAEMBIX.

HUTOI'O: 40 20




HpOBepKa TCOPCTUICCKUX 3HAaHUH IIPOBOJAHUTCA B Q)opMe KOMITBIOTCPHOT' O
TCCTUPOBAHMUL.

VYyactHuku Konkypca noikHbl OTBETUTH Ha 40 BONpOCOB. JINMUT BpeMeHU
- 40 MUHYT.

BOHpOCBI, Ha KOTOPBIC KOHKYPCAHT HC OTBCTHII, IIPUPABHUBANOTCA K
HCIIPABUJIBHBIM OTBCTAM.

3a KaXJbIi TpaBUJIbHBINA OTBET YYaCTHUK KOHKypca mosydaet 0,5 Oana.

MaxkcumanbHas OI€HKa 3a TECTOBOE 3amanue — 20 0ajlios.

IIepeBoa npogeccnoHaNBLHOIO0 TEKCTA

[lepeBoa npodeccnoHaIbHOTO TEKCTa ¢ aHIIMICKOTOo s3bika. [Ipeanoxen
TEKCT Ha aHTJIMMCKOM sI3bIKe. 3aJJaHue: BCTABUTH MIPOIYIIIEHHBIE CI0BA,
MOAXOIAIIME MO CMBICTY (CJI0BA MPEIOKEHBI HIKE).

Mine development is the excavation work done before starting full scale extracting of ore in a
mine or stope. In most cases, development excavation continues throughout the ... of the mine.
Development objects are vertical ..., horizontal ..., inclined ramps and steep raises. Drilling and
... rock excavation is usually used with exception of raises.

The extent and type of development work required depends on the depth, size and geology of
the ore..., on the chosen mining method and expected life of the .... Caving methods in
particular demand substantial development work, normally 30-40 % but sometimes up to 60 %
of total costs. Sublevel stoping also needs extensive preparation work before production can
start.

Much of this preparation work is done in waste rock, and is an extra cost that the mining
operation just has to accept. Mine... must be designed with great accuracy to achieve ... mining
efficiency. Today ... provide modeling programs that make it possible to plan accurate layouts
for optimal mining ....

CrnoBaps: life, maximum, layouts, body, blasting, drifts, efficiency, computers, mine,
shafts, handled, standardization, different

MaxkcuMalIbHOE KOJIMUECTBO 0aiuioB - 10
Kpurepuu onieHku:

- MPaBWJILHOCTH BBHITIOTHEHUS MIEPEBOJIa TEKCTA

- BpeMsI BBITIOJTHEHUS

Jlumur Bpemenn - 30 MUHYT.



